Vibra-Tech Seismic Analysis

I II VibraTech Velocity Waveform Analysis

Serial No: 8623 v5.25 USBM Safe Blasting Levels
Date: 11/01/2016 15:03:17 SN: 8623 Event: 31
Event No: 31
Record Time: 50s
Client: White Rock Quarries R -
Operation: Section No. 5 10— Longitudinal Transverse Vertical
Location: Median of NW 91 Ct C
Distance: =
Operator: EVandamas VibraTech B
Comment: Opp. 19302 NW 91 Ct B
Seismic Trigger: 0.020 in/s
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PPV (in/s) 0.190 0.068 0.163 C
FREQ (Hz) 33.3 417 455 =
PD (.001") 3.09 1.25 6.10 w B
PPA (g) 0.117 0.065 0.156 £
Peak Vector Sum : 0.243 in/s i B
Peak Air Pressure: 106 db o
0.00064 PSI @ 27.8 Hz
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Shaketable Calibrated: 07/15/2016 B LI A &, Sam ot N
By: Vibra-Tech, Inc. L ° ° 4% = e a
2700 Holloway Road - Suite 113 °° ., L e m ..
Louisville, KY 40299 U.S.A. e a "
TEL: 502.240.9900 FAX: 502.240.9902 . — . L
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Velocity Waveform Graph Scale Frequency (Hz)
Time Scale: 0.100 s Zero Crossing Half-Wave Frequency Analysis
Seismic Scale: +/- 0.320 in/s
Sound Scale: +/-0.0023 PSI
Velocity Waveform
SN: 8623 Event: 31
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